
Induction hokker high power
237670

Designed for use with woks or extra large induction pots. Made
of durable stainless steel, reinforced with frame. Induction
cooktop with 340x340 mm dimensions, made of 5 mm thick
tempered glass. Up to 60% energy savings when compared to
standard electric cookers. Convenient control knob, 11 power
levels to choose from. Safe and comfortable working thanks to
heat generation only on contact between the hob and the pot or
pan. Suitable for induction pots and pans with base diameter
of ø160 - 300 mm. Maximum allowable load for cooktop: 40
kg. Adjustable feet (≈30mm) for perfect leveling of the cooker.
Unit sis not supplied with a plug. Caution: the unit has to be
connected to the power supply by an electrician.

Specifications
Voltage : 400
Heating element : Induction
Ingress protection : IPX3
Cord length (mm) : 1500
Electrician needed : Yes
Materials : 18/8 Stainless steel

Packed per : 1
Packaging type : Box
Length (mm) : 422
Width (mm) : 400
Height (mm) : 366
Weight of item (kg) : 12.5
Power (input) (W) : 5000
Control panel : Analog
Programmable : No
Measurements : 422x400x(H)366

Transport specifications
EAN : 8711369237670
Intrastat code : 84198180
Gross weight (kg) : 16.055
Net weight (kg) : 14.34

Sales units per pallet : 8
Plastic packaging (gram) : 610
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